
手套箱使用守則

開始使用:

1. 開啟白板左側牆上220伏電源開關。

2. 拿掉入風口的壓克力板。

3. 啟動交換箱上方過濾器。

4. 等待10秒再開啟操作箱上方過濾器。

5. 拿掉出風口的壓克力板。

(開啟過濾器後最少需等待30秒後才能操作。)

6. 戴上實驗用乳膠手套再開始操作。

7. 使用中途開啟交換箱，關上門後需等待30秒方可拿取交換箱物品。

結束使用:

1. 裝上出風口的壓克力板。

2. 關閉操作箱上方過濾器。

3. 關閉交換箱上方過濾器。

4. 蓋上入風口壓克力板。

5. 關閉220伏電源開關。
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The steps of using the dust-free cabinet

Start using:

1. Turn on the 220V power switch on the wall.

2. Remove the acrylic plate at the air intake. 

3. Turn on the power of the exchange box filter.

4. Wait for 10 seconds , and turn on the power of the operating box filter.

5. Remove the acrylic plate at the air outlet.

(The minimum waiting time is 30s after turn on the filter.)

6. Wear the latex gloves and start to use the dust-free cabinet.

7. Open the exchange box in the middle of use, and wait 30 seconds after closing the   

door to take the items in the exchange box .

After using:

1. Close the acrylic plates at the air outlet.

2. Turn off the power of the operating box filter.

3. Turn off the power of the exchange box filter.

4. Close the acrylic plates at the air intake.

5. Turn off the 220V power switch on the wall.
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